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Rainman Install Kit 
 
The Rainman install kit consists of parts that will allow you to install your Rainman watermaker.  
This is a guide only.  Installation will vary from vessel to vessel.   
 
Note:  If you are reading this manual pre-purchase, the hardware described in this installation kit 
is included in the purchase price of a Rainman Naked system, but is an extra cost for a classic 
cased Rainman system. 
 
The install kit is broken up into 3 stages. 
 
1. Seawater intake 
2. Brine outlet (waste over board) 
3. Product (fresh) water connection to fresh water tank 
 

 
  



 

 

Stage 1 - Seawater Intake 
5 x  3/4” hose barbs 
1 x  3/4”BSP tee female  
1 x  3/4”BSP 3 way valve 316 S/S 
10 x  Hose clamps 
1 x  1/2” hose barb 
1 x  1/4”-1/2” hex nipple 
 
Note:  The installation kit provides enough hose clamps to double hose clamp each hose barb.  
You will need to use sealant (example SikaFlex or similar) on each hose barb before connecting 
hoses. 
 
Option 1 - Dedicated Through Hull 
 
If you already have a spare through hull or plan to install a new 3/4” through hull fitting with valve 
for your Rainman seawater intake, follow these steps to complete the intake install. 
 
1. Make sure the through hull fitting and valve are 3/4” inner diameter. 
2. Connect the intake hose non-return valve from the PSU to the middle port (Port A) of the 3 

way valve.  You will need to use thread sealant to ensure no leaks. 
3. You will need a sea strainer fitted directly to or off the 3/4” valve. (not supplied by Rainman) 
4. Plumb the 3/4” 3 way valve supplied from the sea strainer to the seawater intake port of the 3 

way valve (Port B). 
5. Connect a loose hose to the fresh water / pickle intake. (Port C) 

 
  



 

 

Option 2 - Shared Through Hull 
 
If you do not plan to install a new through hull or have a spare 3/4” through hull fitting and valve, 
you can also explore teeing into a seawater supply hose that already exists.  For example, teeing 
into the 3/4” supply hose for a deck water pump or similar.  
Note: If you choose this option make sure you only run one pump at a time, as to not starve either 
pump from the seawater supply. 
 
1. Cut the existing 3/4” supply hose (example: deck wash pump) and add the tee piece supplied. 
2. Connect the intake hose non-return valve from the PSU to the middle port of the 3 way valve 

(Port A), you will need to use thread sealant to ensure no leaks. 
3. Plumb the tee piece to the seawater inlet of the 3 way valve. (Port B) 
4. Connect a loose hose to the fresh water / pickle Inlet. (Port C) 

 
 
  



 

 

Stage 2 -  Brine outlet (waste overboard) 
 
2 x  3/4” hose barbs 
1 x  3/4” BSP tee female  
1 x  3/4”-1/4” bush 
1 x  1/4” - 10mm push-fit 
4 x  Hose clamps 
 
Run the green brine hose from the RO unit to an above water through hull fitting, cable tying along 
the way to secure.  Parts are supplied so you can easily connect to an existing 3/4” hose 
connected to an above water through hull fitting.  Tee into the existing 3/4” hose with the tee 
supplied and plug the green brine hose into the brine push-fit (Port D).  

 
Note:  If you have a spare above water through hull fitting, you may need to source parts to 
connect to the 1/4” - 10mm push-fit. 
 
 
  



 

 

Stage 3 - Product (fresh) water connection to fresh water tank 
 
1 x  Plastic 3 way valve (diverter valve fresh water tank and for testing) 
3 x  8mm push-fit 
1 x  8mm 90deg push-fit 
 
1. Run the white product water hose from the RO unit to your fresh water tank, cable tying along 

the way to secure.  
2. Tap the 8mm 90deg push-fit into the tank and push the end of the white product water hose 

into the push-fit (Port H). 
3. Screw in the 8mm push-fit x 3 into the ports of the plastic 3 way valve.  In a convenient place, 

cut the white product water hose and install the 3 way valve by pushing one side of the hose 
into the “in” (Port E) and the other side into the “out” (Port F) port.  In the other out port (Port 
G) connect a loose hose (this loose end will become your testing hose). 

 
Note: Use a sharp knife to cut the white product water hose.  Make sure the hose is cut straight 
to ensure correct fitting into the push-fit fitting. 
 
Helpful Suggestions: The white product water hose can be plumbed in the number of.  For 
example: 
1. Direct to your fresh water tank by tapping the supplied fitting as described above. 
2. Connecting it to the filler hose to your fresh water tank. 
3. Leave the white product water hose loose and manually putting it into your deck filler each 

time you use your Rainman watermaker. 

 
 
 
Extra items you may need (not supplied by as part of the installation kit) 
 
1. Sea strainer 
2. Extra 3/4” hose 
3. 3/4” through hull fitting and valves 
 
 
 


