
PETROL (GASOLINE) AC ELECTRIC DC ELECTRIC

Framed or Modular Installation Options

INSTALLED AND PORTABLE WATERMAKERS

Systems up to 240 lph (63 gph)
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Whether you take friends away
for short trips or are a full time
liveaboard cruiser
circumnavigating the globe, more
fresh water equates to flexibility
and greater enjoyment. Adding a
Rainman to your boat will
eliminate range anxiety, allowing
you to have a longer stay in that
secluded cove while enjoying
longer fresh water showers.

Independence

Rainman watermakers are
manufactured in our Sydney
facility. Through consistency in
assembly processes, we
ensure your system will meet
high quality standards. Every
system is thoroughly tested to
ensure it meets expected
pressure tests, flow rates,
power consumption, and salt
rejection levels.

Built to last

In order to maximise reliability and serviceability,
all our designs utilise a single motor with through
shaft incorporating a triplex piston pump on one
side and an integrated flexible impeller lift pump
on the other. Rainman consumables are non-
proprietary for ease of replacement worldwide.

Rainman Design Philosophy
Our watermakers are engineered to be as simple
as possible, while also offering optional
automated convenience features to optimise the
user experience. 

Automation built in to some of our products have
full manual backup options in case of any
electronics failure.



Portable Benefits

Installed Benefits

DISCOVER MORE
ABOUT PROS AND
CONS OF INSTALLED
VERSUS PORTABLE
WATERMAKERS

Can be operated without any
installation process

If you are cruiser or racer,
offload weight by moving
Rainman ashore

No extra holes in your hull

Remove the system to fit more
gear for short trips

If maintenance is required,
you bring the system to a
technician rather than bringing
a technician to your boat

Keep watermaker when
upgrading boats

Loan it to a friend

Avoid invasive installation
process

Fill your neighbour’s tanks
using the extension hose

Use your system on RV or
second boat

Ease of resale when no longer
required

Enhanced user interface with
optional control panel and
autoflush

Operate the system without
needing to pull it out on deck

No hoses thrown over the side
of your boat

Easier to use while underway

Rainman created the portable watermaker market by
mounting our watermaker into a blue case. Today we also
offer modular systems for a minimum footprint installation
and framed systems for the simplest installation process.

Internals of the portable and installed versions of our
watermakers are identical. Unique advantages exist for
either portable or installed operation.

Installed or Portable



PORTABLE
WATERMAKERS

Two Components – One Watermaker

Flexibility for the Future
If you are uncertain whether you want a
portable or installed watermaker, a good
option is to invest in the portable
version. You can then run it portable for
a while and decide if you are happy with
that configuration. It is easy to install it
later with the optional compatibility and
plumbing kits if so desired. 

A Rainman portable watermaker is made up of a
pressure supply unit (PSU) and a reverse osmosis (RO)
unit. Both parts combine to make a complete
watermaker.

The PSU lifts the seawater, filters out the sediment, and
puts the water under high pressure. The RO unit then
extracts fresh water from the stream of pressurised
seawater. Most of the water goes overboard as
supersaline brine waste, while a fraction of the volume
is extracted as fresh potable water for your tank.
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Portable
Watermakers System Output

Portable Watermaker Options

LEARN MORE
ABOUT ALL OUR
PORTABLE
WATERMAKER
OPTIONS

MODEL OUTPUT POWER MEMBRANE

Portable-AC-140L 100-140lph
26-37gph

115VAC or 230VAC
1,250 watts

2 x 40"

Portable-AC-75L 55-75lph
15-20gph

115VAC or 230VAC
1,250 watts

1 x 40"

Portable-AC-70L 50-70lph
13-18gph

115VAC or 230VAC
1,250 watts

2 x 21"

Portable-Petrol-140L 100-140lph
26-37gph

Petrol / Gasoline
1 hr, 700ml

2 x 40”

Portable-Petrol-75L 55-75lph
15-20gph

Petrol / Gasoline
1 hr, 700ml

1 x 40”

Portable-Petrol-70L 50-70lph
13-18gph

Petrol / Gasoline
1 hr, 700ml

2 x 21”

Portable-24VDC-55L 45-55lph
12-15gph

24VDC
600 watts

1 x 40”

Portable-12VDC-34L 26-34lph
7-9gph

12VDC
400 watts

1 x 40”

System 
Types 

Petrol (Gasoline)
Runs without any
external electricity
source. 

DC Electric 
Designed for lower
power and lower
flow rates. 

AC Electric 
Starts and runs with a Honda 2kVA
generator, a good quality 2kVA inverter,
or larger power source.
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MODULAR
INSTALLED
WATERMAKERS

Rainman Modular:
incorporates a
pressure supply unit,
prefilter, reverse
osmosis unit, with
remote valve/gauge
assembly for
controlling pressure.
Shown here with
optional control
panel and autoflush
system.

Permanently mount your Rainman in a minimum footprint
configuration with our Modular watermakers. It utilises the
same internal motors, pumps and membranes as the
portable Rainmans in the blue case, but is delivered with a
sturdy fibreglass reinforced nylon mounting system and
plumbing kit for an easy installation process.

Minimum Footprint Installation

Rainman’s easy mounting system will
shave hours off the physical
installation time.

The secure vibration isolation brackets
screw or glue into place so the main
components are easily secured.
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DC Electric

Designed for lower power
consumption and lower product
water output.

Modular 
Watermakers System

Modular-AC-140 
Most Popular

Modular-AC-75

Modular-AC-70

Modular-24VDC-55

Modular-12VDC-34

Power

MODEL OUTPUT POWER MEMBRANE

Modular-AC-140L 100-140lph
26-37gph

115VAC or 230VAC
1,250 watts

2 x 40"

Modular-AC-75L 55-75lph
15-20gph

115VAC or 230VAC
1,250 watts

1 x 40"

Modular-AC-70L 50-70lph
13-18gph

115VAC or 230VAC
1,250 watts

2 x 21"

Modular-24VDC-55L 45-55lph
12-15gph

24VDC
600 watts

1 x 40”

Modular-12VDC-34L 26-34lph
7-9gph

12VDC
400 watts

1 x 40”

LEARN MORE
ABOUT OUR
MODULAR
WATERMAKER
OPTIONS.

Installation
The system includes a plumbing
installation kit that will include most of
the fittings required for an installation.
Each boat is different though, so some
unique components may be required.

Our watermakers can be professionally
installed by your Rainman dealer, but it is
also possible to install the system yourself
if desired.

System Types
AC Electric 

Starts and runs with a Honda
2kVA generator, a good quality
2kVA inverter, or larger power
source.

Control Panel
The optional control panel provides a
remote operation capability for your
installed Rainman. It’s a highly presentable
and functional add-on component that
enhances the user experience. Can be
installed as a standalone box, flush
mounted panel, or with exterior weather-
proof hatch. It’s also backward compatible
with older systems. 

Modular Watermaker Options

Autoflush
The optional autoflush
incorporates a solid state
programmable timer, motor
valve, and active carbon filter
to flush your Rainman after
each use and every seven
days while not being used.



FRAMED
WATERMAKERS

Rainman Framed:
a single unit in a
white frame that
incorporates a
pump/motor
assembly, reverse
osmosis unit, two
prefilters, a carbon
filter for autoflush
and a control panel.

Easiest Installation

Our framed watermaker systems are designed
for those customers that want an easier
installation process and have sufficient space to
fit the entire system into a single location. Three
different options are all powered by AC electric
and have outputs between 100 and 240 litres
per hour (26 to 63 gallons per hour).

Although the systems look different to other
Rainman watermakers, internally they are very
similar. They all utilise the design simplicity found
in our other systems. A single motor with through
shaft to drive both the lift and high pressure
pumps. Employing the same control panel and
autoflush as our modular systems, the operation
of the system is very similar.
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MODEL OUTPUT POWER MEMBRANE

Frame-AC-240L
Torrent

180-240lph
48-63gph

115VAC / 230VAC
2,450 / 2,800 watts

3 x 40"

Frame-AC-140L 100-140lph
26-37gph

115VAC or 230VAC
1,250 watts

2 x 40"

Frame-AC-100L 70-100lph
18-27gph

115VAC or 230VAC
1,250 watts

3 x 21"
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AC Electric - Standard Power

Similar to our other AC systems, this
starts and runs with a Honda 2kVA
generator, a good quality 2kVA
inverter, or larger power source.

Torrent - AC Electric - Higher Power

Our highest output system will draw
up to 2,800 watts and generate 240
litres of fresh potable water per
hour (63 gph).

Framed Watermaker Options

Although systems are installed as a single unit,
the membranes may be mounted on the rear
or top of the frame. They can also slide side to
side, depending on available geometry. If
preferred, it is also possible to mount the
membranes remote from the frame.

Flexible Configuration

System Types

LEARN MORE ABOUT
OUR FRAMED
WATERMAKERS
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DISCOVER MORE
INFORMATION
ON THE MANUAL
CONTROL PANEL

MANUAL CONTROL PANEL

Flush mount in wall cut-out or install as
standalone box

Optional weatherproof exterior hatch

Autoflush initiates after shutdown,
then sets 7 day timer

Integrated tri-colour LED salinity sensor

Manual pressure control operation

Product water flow metre

Freshwater divert valve for sampling

Low pressure gauge to indicate when
prefilter should be changed

Whether it’s a modular, framed, or even a
portable unit that a customer decided to install,
the manual control panel increases the ease of
use of the watermaker. This optional accessory is
designed to provide a highly presentable and
functional interface.

Key Features

This control panel retains the primarily manual
operation. A solid state autoflush timer and
salinity sensor both aid in the use of the
system, but are not critical to watermaking
operation. The watermaker can still be
operated in case of any electronics loss.

Ease Of Use



Fully Automated Control Panel
The latest Rainman innovation introduces a full
automation for our Modular and Framed families of
watermakers. It allows operation of the system by a
wired remote panel or bluetooth connected phone app.
Be comfortable that the automation system will safely
control the pressure, manage how much water is made,
and operate in fresh, brackish, or seawater.

DISCOVER MORE
INFORMATION
ON THE AUTO
CONTROL PANEL

Key Features

Wired micropanel for remote operation
 

Bluetooth connected phone app for control
and monitoring

Set timer or desired water volume to produce

Backward compatible to all AC Rainmans
(including Portable units) 

Full manual override if required

Continual monitoring for brackish or fresh
water operation

External digital switching (eg. CZone or tank
sensor)

Descriptive alarms for operational faults

Phone App Control and Monitor
Take full control of your Rainman from anywhere on or near
your vessel via the Bluetooth connected phone app.
(Demo version available on iOS and Android app stores)
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Our robust watermakers incorporate elegantly simple designs for ease of use and low
maintenance. With high build quality and our focus on customer service, you can
expect many years of reliable service from your Rainman.

Flexibility: options for portable, modular
installed, or framed watermakers.

Wide Product Range: outputs range from 34
litres per hour (9 gph) up to 240 litres per hour
(63 gph), powered by AC electric, DC electric, or
petrol.

Value: competitive initial price, non-proprietary
consumables, and low maintenance
requirement minimises life cycle cost. 

Follow Us

Reliability: using simple pumps and quality
components maximises the uptime of your
watermaker. All electronics have full manual
backup.

Proven Reputation: Preferred watermaker for
many charter fleets and boat builders due to our
strong customer service focus.

Global Support: 90+ dealers around the world
providing industry leading sales and support
infrastructure..

+61 433 826 626
info@rainmandesal.com
49 Orchard Road,
Brookvale, NSW 2100
Australia
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The Rainman Advantage

VISIT OUR WEBSITE FOR
MORE INFORMATION,
DETAILED SPECIFICATIONS,
AND DEALER LOCATIONS.


